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DEMOLITION NOTES

1. CONTRACTOR IS RESPONSIBLE FOR ALL JOBSITE SAFETY AND COMPLIANCE WITH OSHA REGULATIONS.  CONTRACTOR WILL 
 INSTALL TEMPORARY WALL, DUST BARRICADES AND CONSTRUCTION BARRIERS AND TAKE ALL PRECAUTIONS TO PROTECT 
 CUSTOMERS AND ASSOCIATES FROM CONSTRUCTION OPERATIONS.
2. THE CONTRACTOR SHALL FIELD VERIFY THE EXTENT OF DEMOLITION. IF DISCREPANCIES ARE FOUND, CONTACT THE 
 ARCHITECT AND WALMART  CONSTRUCTION MANAGER.
3. WHEN UTILITIES ARE REMOVED, CAP AND SEAL A MINIMUM OF 8" BELOW FINISH FLOOR OR A MINIMUM OF 6" ABOVE FINISH 
 CEILING. 
4. SAW CUTTING OF EXISTING CONCRETE WILL BE COORDINATED WITH STORE MANAGER FOR APPROPRIATE HOURS TO 
 MINIMIZE CUSTOMERS DISTURBANCE. NO JACKHAMMERS ARE ALLOWED. 
5. GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF CONSTRUCTION WASTE AND DEBRIS. DO NOT USE STORE 
 DUMPSTERS. PREVENT CUSTOMERS AND ASSOCIATES FROM CONTACT WITH CONSTRUCTION WASTE. 
6. COORDINATE LOCATION OF DUMPSTER ON SITE WITH WALMART CM.

SITE VERIFICATION REQUIREMENTS
1. THE ARCHITECT HAS MADE THESE DRAWINGS BASED ON THE EXISTING BUILDING AND CONDITIONS.  IT IS THE RESPONSIBILITY 
 OF THE CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS PRIOR TO THE SUBMISSION OF HIS BID AND TO THE 
 COMMENCEMENT OF ANY WORK.  NO ADDITIONAL COMPENSATION WILL BE PAID DUE TO THE CONTRACTOR'S FAILURE TO 
 ACQUAINT HIMSELF WITH EXISTING SITE CONDITIONS WHICH INCLUDE, BUT ARE NOT LIMITED TO EXISTING WALL, CEILINGS, OR 
 UTILITIES.
2. ANY DISCREPANCY WITH THE EXISTING SITE CONDITIONS AND/OR THE DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF 
 THE ARCHITECT FOR CLARIFICATION AND INSTRUCTION.  THESE CONSTRUCTION DOCUMENTS HAVE BEEN DESIGNED AND 
 DRAWN ASSUMING EXISTING BUILDING CONDITIONS MATCH THE ORIGINAL DRAWINGS.  THE GENERAL CONTRACTOR, 
 IMMEDIATELY UPON ARRIVAL AT THIS SITE, SHALL VERIFY ALL EXISTING STRUCTURAL COLUMN DIMENSIONS, STRUCTURAL 
 BEARING HEIGHTS, EXISTING DIMENSION, AND ROOFING CONDITIONS (INCLUDING PARAPETS).  IF DISCREPANCIES ARE FOUND 
 BETWEEN WHAT IS SHOWN ON THE DRAWINGS AND EXISTING FIELD CONDITIONS, CONTACT THE WALMART CONSTRUCTION 
 MANAGER AND THE ARCHITECT IMMEDIATELY TO DETERMINE WHAT ACTION SHOULD BE TAKEN TO MATCH EXISTING 
 CONDITIONS.
3. ALL UTILITY LOCATIONS SHOWN ARE APPROXIMATE.  THE CONTRACTOR SHALL FIELD VERIFY THE EXACT LOCATION OF ALL 
 EXISTING UTILITIES (WHETHER SHOWN OR NOT) PRIOR TO THE SUBMISSION OF HIS BID OR THE COMMENCEMENT OF 
 CONSTRUCTION.  THE CONTRACTOR SHALL NOTIFY THE WALMART CONSTRUCTION MANAGER AND THE ARCHITECT OF THE 
 DISCOVERY OF EXISTING UTILITIES NOT SHOWN OR NOTED ON THE DRAWINGS.
4. THE CONTRACTOR SHALL VERIFY EXACT LOCATIONS AND DEPTHS OF UNDERGROUND UTILITY SERVICES PRIOR TO ANY 
 EXCAVATION.
5. REPORT ANY DISCREPANCIES FOUND IN THE FIELD IMMEDIATELY TO WALMART AND THE ARCHITECT PRIOR TO MAKING ANY 
 MODIFICATIONS OR ORDERING OF ANY MATERIALS. 

GENERAL REQUIREMENTS
1.  ALL WORK SHALL BE DONE IN A SAFE MANNER AND IN STRICT ACCORDANCE WITH THE LOCAL AND/OR STATE (IF APPLICABLE) 
 BUILDING CODES, NATIONAL ELECTRIC CODE (NEC), ADA-ADAAGS (ADOPTED HANDICAP ACCESSIBILITY REQUIREMENTS), OSHA 
 AND ALL APPLICABLE CODES, REGULATION, ORDINANCES, AND AUTHORITIES HAVING JURISDICTION.
2.  EACH CONTRACTOR AND THEIR SUB-CONTRACTORS ARE RESPONSIBLE FOR HAVING A THOROUGH KNOWLEDGE OF ALL 
 DRAWINGS AND SPECIFICATIONS IN THEIR RELATED FIELD.  THE FAILURE TO ACQUAINT HIMSELF WITH THIS KNOWLEDGE DOES 
 NOT RELIEVE HIM OF ANY RESPONSIBILITY FOR PERFORMING HIS WORK PROPERLY.  NO ADDITIONAL COMPENSATION SHALL BE 
 ALLOWED BECAUSE OF CONDITIONS THAT OCCUR DUE TO FAILURE TO FAMILIARIZE WORKERS WITH THIS KNOWLEDGE.
3.  THE EXISTING BUILDING SHALL BE PROTECTED FROM MOISTURE, DUST AND DEBRIS. INSTALL DUST PARTITIONS OR DRAPES AS 
 REQUIRED AND/OR DIRECTED BY THE WALMART CONSTRUCTION MANAGER TO KEEP DUST AND MOISTURE FROM THE OPERATING 
 AREAS OF THE STORE.
4.  ANY DAMAGE TO WALMART PROPERTY, WHICH OCCURS DURING THE PROCESS OF CONSTRUCTION, SHALL BE 
 REPAIRED/REPLACED AT NO ADDITIONAL COST TO WALMART, THIS INCLUDES ALL MERCHANDISE.  THE CONTRACTOR SHALL PAY 
 WALMART THE RETAIL COST FOR ALL DAMAGED MERCHANDISE.
5.  THE CONTRACTOR SHALL KEEP WORK AREA CLEAN AND FREE OF DEBRIS AND SHALL REMOVE ALL TRASH AND DEBRIS FROM THE 
 CONSTRUCTION AREA DAILY.  NO FLAMMABLE MATERIALS OR LIQUIDS MAY BE STORED IN THE EXISTING BUILDING OR 
 CONSTRUCTION AREAS.   
6.  REMOVE ANY EXISTING ITEMS, SERVICES, FINISHES OR SURFACES AS REQUIRED FOR THE INSTALLATION OF NEW CONSTRUCTION.  
 PROVIDE FURRING FOR CONDUITS AND PIPING, SHOWN OR NOT, AND FINISH OUT FURRING TO MATCH ADJACENT FINISHES.
7.  ALL ADJACENT TENANT SPACES SHALL REMAIN IN SERVICE DURING DEMOLITION AND CONSTRUCTION.
8.  SCHEDULE ALL WORK TO KEEP DISRUPTIONS TO THE STORE OPERATIONS AT A MINIMUM.  COORDINATE UTILITY DISRUPTIONS 
 WITH THE WALMART STORE MANAGER.
9.  REPAIR, RE-ROUTE, AND EXTEND ALL SERVICES, PIPING, CONDUIT OF EXISTING ITEMS AND EQUIPMENT AS REQUIRED DURING 
 THE CONSTRUCTION PROCESS FOR THE COMPLETE INSTALLATION AND OPERATIONS OF NEW EQUIPMENT.  THIS INCLUDES ALL 
 ITEMS SHOWN OR NOT SHOWN ON THE DRAWINGS.  RESET EXISTING EQUIPMENT OR RELATED ITEMS AS REQUIRED FOR PROPER 
 OPERATION.
10. WHERE EXISTING FINISHES ARE TO REMAIN, CLEAN, REPAIR, PATCH, AND/OR REPAINT AS NECESSARY TO BLEND WITH ADJACENT 
 SURFACES.  COORDINATE WITH WALMART CONSTRUCTION MANAGER.
11. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR THE TIMELY ORDERING OF MATERIALS TO PROHIBIT DELAYS OF THE 
 CONSTRUCTION SCHEDULE OF THIS PROJECT.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE DELIVERY OF 
 MATERIALS IN A TIMELY MANNER.
12. THE GENERAL CONTRACTOR SHALL RESPOND TO ALL REQUIREMENTS OF THE ARCHITECT FOR VERIFICATIONS, RESPONSES AND 
 SUBMISSIONS.
13. DURING ENTIRE CONSTRUCTION PERIOD, PROVIDE ONE U.L. LISTED 2A-20BC DRY CHEMICAL FIRE EXTINGUISHER, OR ONE 
 STANDARD U.L. LISTED 2-1/2 GALLON WATER (E-10) AND ONE U.L. LISTED 10BC CARBON DIOXIDE FIRE EXTINGUISHER MOUNTED 
 TOGETHER IN EACH 3000 SQUARE FOOT OF WORK AREA OR FRACTION THEREOF (MINIMUM OF TWO AVAILABLE IN ALL 
 CONSTRUCTION AREAS AT ALL TIMES).
14. IF MODIFICATION TO SPRINKLER SYSTEM IS REQUIRED, THE GENERAL CONTRACTOR SHALL HIRE A LICENSED SPRINKLER 
 CONTRACTOR.  THE CONTRACTOR IS TO SUBMIT SIGNED AND SEALED SPRINKLER DRAWINGS FOR APPROVAL TO THE AHJ PRIOR 
 TO ANY ALTERATION OF THE AUTOMATIC SPRINKLER SYSTEM.
15. THE CONTRACTOR SHALL MAINTAIN THE INTEGRITY OF THE EXISTING BUILDING SECURITY AT ALL TIMES.  THIS INCLUDES KEEPING 
 THE BUILDING SECURE FROM PERSONS, ENVIRONMENTAL ELEMENTS OR HAZARDS.  THE CONTRACTOR SHALL BE RESPONSIBLE 
 TO MAINTAIN THE INTEGRITY OF ALL EXISTING SECURITY SYSTEM.  THE CONTRACTOR SHALL OBTAIN PERMISSION FROM THE 
 STORE MANAGER PRIOR TO THE MODIFICATION OF ANY EXISTING SECURITY SYSTEM FOR THE OPENING (DEMOLITION) OF ANY 
 EXTERIOR WALL.
16. FIRE ALARM DRAWINGS TO BE FURNISHED AND INSTALLED BY WALMART ALARM SERVICES.
17. CONTRACTOR TO MAINTAIN ACCESS TO ALL EMERGENCY EGRESS EXITS DURING CONSTRUCTION OPERATIONS.
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DEFINITION
ANCHOR BOLT
AMERICAN CONCRETE INSTITUTE
ABOVE FINISHED FLOOR
AIR HANDLING UNIT
AMERICAN INSTITUTE OF STEEL CONSTRUCTION
ARCHITECTURAL
AMERICAN SOCIETY OF TESTING AND MATERIALS
AMERICAN WELDING SOCIETY
BOARD
BELOW FINISHED FLOOR
BLOCK LINTEL
BUILDING
BOTTOM OF
BOTTOM OF STEEL OR BOTTOM OF STUD 
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BEARING
CASH DRAWER
CONTROL JOINT
CENTERLINE
CLEAR
CONCRETE MASONRY UNIT
COLUMN
CONCRETE
CONSTRUCTION
CONTINUOUS
DIAMETER
DOWNSPOUT
EMERGENCY ACCESS SYSTEM
ELECTRICAL DISTRIBUTION CENTER
EXTERIOR INSULATION AND FINISH SYSTEM
EXPANSION JOINT
ELEVATION
ELECTRICAL
EQUAL
EQUIPMENT SUPPLIER
EXISTING TO REMAIN
EACH WAY
EXTERIOR
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FINISHED FLOOR
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FOOTING
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FIELD VERIFY
GAUGE
GENERAL CONTRACTOR
GENERAL MERCHANDISE
GROCERY
GYPSUM BOARD
HEIGHT
HOME MEAL REPLACEMENT
HORIZONTAL
HEADED STUD ANCHOR
HOLLOW STRUCTURAL SECTION
INFORMATION
ISOLATION
JOIST BEARING ELEVATION
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JOINT
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LENGTH
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LONG LEG HORIZONTAL
LONG LEG VERTICAL
LONGITUDINAL
LUXURY VINYL TILE
MAXIMUM
MEDIUM DENSITY FIBERBOARD
MECHANICAL
MANUFACTURER
MINIMUM
MISCELLANEOUS
MASONRY OPENING
METAL
NOT IN CONTRACT
NON-FIBERGLASS REINFORCED PLASTIC
NUMBER
NEAR SIDE
NOT TO SCALE
ON CENTER
ON CENTER HORIZONTALLY
ON CENTER VERTICALLY
OUTSIDE DIAMETER
OPPOSITE HAND
POWDER ACTUATED FASTENER
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PLATE
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POUNDS PER SQUARE INCH
PROTECTIVE SURFACING
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QUANTITY
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REINFORCING
REQUIRED
REVERSE
REACH-IN
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STEEL DECK INSTITUTE
SIMILAR
STEEL JOIST INSTITUTE
SPACES
SPECIFICATIONS
STAINLESS STEEL
STRUCTURAL
TOP AND BOTTOM
THICKNESS
TOP OF
TOP OF CONCRETE
TOP OF FOOTING
TOP OF GRADE BEAM
TOP OF MASONRY
TOP OF PAVING
TOP OF STEEL OR TOP OF STUD 
TRANSVERSE
TYPICAL
UNLESS NOTED OTHERWISE
VERTICAL
VENT THROUGH ROOF
WIDTH
WOOD
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OCCUPANCY
M - MERCANTILE; WHOLESALE OR RETAIL STORE (MAIN USE) - SECTION 309.1
S1 - STORAGE AREA; MOTOR VEHICLE SERVICE STATION AND
RECEIVING AND STOCK ROOMS (MIXED USE)

- SECTION 311.2

A2 - ASSEMBLY USE; BREAKROOM AND FOOD TENANT (ACCESSORY
TO MAIN USE)

- SECTION 303.1

B - BUSINESS; NON FOOD TENANT (ACCESSORY TO MAIN USE) - SECTION 304.1
TYPE OF CONSTRUCTION

IIB UNPROTECTED (SPRINKLERED) PER SECTION 602.2 AND TABLES 601 AND 602
ALLOWABLE AREA

UNLIMITED SECTION 507.2
FIRE PROTECTION:

BUILDING IS EQUIPPED THROUGHOUT WITH AN AUTOMATIC SPRINKLER SYSTEM

BUILDING CODE SUMMARY

NAME OF PROJECT: POOLER, GA
STREET ADDRESS: 160 POOLER PKWY, POOLER, GA 31322
PROPOSED USE: RETAIL

CODES
BUILDING CODE: 2018 INTERNATIONAL BUILDING CODE
MECHANICAL CODE: 2018 INTERNATIONAL MECHANICAL CODE
PLUMBING CODE: 2018 INTERNATIONAL PLUMBING CODE / INTERNATIONAL FUEL & GAS CODE
ELECTRICAL CODE: 2017 NATIONAL ELECTRICAL CODE
FIRE CODE: 2018 INTERNATIONAL FIRE CODE
ACCESSIBILITY CODE: GEORGIA ACCESSIBILITY CODE 120-3-20/2010 ADA

GENERAL SCOPE OF WORK

- REVISE FRONT END TRANSFORMATION LAYOUT

 1" = 50'-0"1 KEY PLAN

SHEET INDEX
ARCHITECTURAL
C1 COVER SHEET
A1.0 FLOOR PLANS AND DETAILS

ELECTRICAL
E1 ELECTRICAL PLAN

RACKING STRUCTURAL
FXS1 FIXTURE ANCHORAGE PLAN DETAILS AND NOTES
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DATE:

THE RECORD COPY OF THIS DRAWING IS 
ON FILE AT THE OFFICES OF SGA 
DESIGN GROUP.
THIS ELECTRONIC DOCUMENT IS 
RELEASED FOR THE PURPOSE OF 
REFERENCE, COORDINATION, AND/OR 
FACILITY MANAGEMENT.  THIS DRAWING 
SHALL NOT BE CONSIDERED FINAL OR 
COMPLETE UNLESS IT IS SIGNED AND 
SEALED BY THE ARCHITECT.
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SGA DESIGN GROUP, P.C.

1437 SOUTH BOULDER, SUITE 550
TULSA, OKLAHOMA 74119.3609

ARCHITECTURAL

HENDERSON ENGINEERS, INC.
GREGORY L. NADVORNIK
8345 LENEXA DRIVE, SUITE 300
LENEXA, KANSAS  66214

ELECTRICAL

WALLACE ENGINEERING, STRUCTURAL CONSULTANTS, INC.
CARRIE J. JOHNSON
123 N. MARTIN LUTHER KING JR BLVD.
TULSA, OKLAHOMA 74103

RACKING STRUCTURAL

JOHN H. HEIMAN ARCHITECT 
OF RECORD IS NOT 
RESPONSIBLE FOR 

INTERPRETING THE INTENT OF 
THE CONTRUCTION 

DOCUMENTS, INCLUDING 
MAKING MODIFICATIONS AS 

MAY BE NECESSARY DURING 
THE CONSTRUCTION PHASE; 

AND THAT THE ARCHITECT OF 
RECORD IS NO LONGER LIABLE 

FOR THE WORK WHERE 
CHANGES TO THESE 

DOCUMENTS HAVE BEEN MADE
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F.V.

6' - 10"

EQ EQ

SELF-CHECKOUT RELIEF EXIT: TO BE OPENED BY STORE MANAGEMENT DURING 
PEAK HOURS. NOT REQUIRED FOR EGRESS PURPOSES. INSTALL PER 
MANUFACTURER'S INSTRUCTION. ATTACH ALL ANCHORS PROVIDED IN 
ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS. OWNER FURNISHED, 
GC INSTALLED. REF 3&4 -A1.0

NEW ITEMS 
BY OWNER

NO CHANGE 
IN THIS AREA NO CHANGE 

IN THIS AREA

8 9

B

5 6 7 8 9

NO CHANGE 
IN THIS AREA

NO CHANGE 
IN THIS AREA

EXISTING FIXTURES, 
SHOWN DASHED, TO 
BE REMOVED, TYP 

EXISTING FIXTURES, 
SHOWN DASHED, TO 
BE REMOVED, TYP 

EXISTING FIXTURES, 
SHOWN DASHED, TO 
BE REMOVED, TYP 

EXISTING FIXTURES, 
SHOWN DASHED, TO 
BE REMOVED, TYP 

SHEET NOTES

1. ALL ELECTRICAL WORK INCLUDING DATA AND POWER 
 DISCONNECTION BY GC.
2.  REMOVAL AND REINSTALLATION OF POWER POLES BY 
 GC. INSTALLATION OF NEW POWER POLES BY GC.
3. ALL REGISTERS TO BE REMOVED AND REINSTALLED 
 OR  INSTALLED NEW BY WALMART.
4. GENERAL CONTRACTOR RESPONSIBLE FOR ALL 
 ELECTRICAL WORK.
5. GENERAL CONTRACTOR RESPONSIBLE FOR ANCHORS 
 AND ALL GONDOLA ANCHORAGE.
6. GENERAL CONTRACTOR TO REPAIR FLOOR AS 
 REQUIRED AT LOCATIONS OF REMOVED REGISTERS 
 AND FIXTURES.
7. GENERAL CONTRACTOR TO REFER TO FIXTURE 
 ANCHORAGE PLAN FOR ANCHORAGE REQUIREMENTS.
8. GENERAL CONTRACTOR TO ACCESS PERMIT 
 INFORMATION FOLDER ON WORKSPACE FOR FIXTURE 
 ANCHORAGE DETAILS.
9. CAULK BASE OF ALL CHECKOUTS TO FLOOR WHEN
 LOCATION IS FINALIZED. 

TENANT SIDE

Not an entrance
Alarm will sound

Emergency exit only
Push to open

Alarm will sound

BULLPEN SIDE

MAX
 4" VARIES

REF PLAN REF PLAN

Emergency exit only
Push to open

Alarm will sound

Emergency exit only
Push to open

Alarm will sound

VARIES
MAX

  4"

THE PROPOSED LANE CLOSURES ARE 
NOT TURNSTILES AND DO NOT 
EFFECT EGRESS CALCULATIONS
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THE RECORD COPY OF THIS DRAWING IS 
ON FILE AT THE OFFICES OF SGA 
DESIGN GROUP.
THIS ELECTRONIC DOCUMENT IS 
RELEASED FOR THE PURPOSE OF 
REFERENCE, COORDINATION, AND/OR 
FACILITY MANAGEMENT.  THIS DRAWING 
SHALL NOT BE CONSIDERED FINAL OR 
COMPLETE UNLESS IT IS SIGNED AND 
SEALED BY THE ARCHITECT.
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STATEMENT OF SPECIAL INSPECTIONS

SPECIAL INSPECTIONS ARE REQUIRED PER CHAPTER 17 OF THE 
INTERNATIONAL BUILDING CODE OR BY ENGINEER OF RECORD:

1.   POST-INSTALLED ANCHORS - INTERIOR OR EXTERIOR ANCHORAGE IN SEISMIC
      CATEGORIES C OR HIGHER.

PERIODIC SPECIAL INSPECTIONS:

NOTES:
1.   SPECIAL INSPECTIONS NOTED ABOVE SHALL BE PROVIDED BY, BUT NOT LIMITED
      TO, THE OWNER'S CONSTRUCTION TESTING LABORATORY (CTL).

2.          OWNER TESTING AND INSPECTION (T&I):

A.       OWNER T&I WILL BE PERFORMED BY THE OWNER ’S CONSTRUCTION     
 TESTING LABORATORY (CTL).

B.       OWNER T&I SHALL BE PERFORMED BY A SPECIAL INSPECTOR –            
 TECHNICAL II OR SPECIAL INSPECTOR – STRUCTURAL I.

C. PERIODICALLY VERIFY AND INSPECT THE FOLLOWING FOR EACH ANCHOR 
 SPECIFIED:

 a.          GENERAL COMPLIANCE WITH MANUFACTURER ’S PUBLISHED   
  INSTRUCTIONS.

 b. PRODUCT NAME AND DESCRIPTION.

 c.          ADHESIVE EXPIRATION DATE FOR ADHESIVE ANCHORS.

 d.          COMPLIANCE OF DRILL BIT WITH MANUFACTURER’S SPECIFICATIONS.

 e.          ADHESIVE APPLICATION TECHNIQUE FOR ADHESIVE ANCHORS.

 f.           CONCRETE TYPE, COMPRESSIVE STRENGTH, AND MEMBER THICKNESS.

 g.          HOLE DIAMETER, DEPTH, LOCATION, AND EDGE DISTANCE.

 h.          CLEANLINESS OF HOLE AND ANCHOR.

 i.           ANCHOR DIAMETER, LENGTH, AND STEEL GRADE.

 j.           ANCHOR EMBEDMENT AND SPACING.

 k.          REQUIRED TIGHTENING TORQUE FOR MECHANICAL ANCHORS.

D. TESTING:  PERFORM PULLOUT OR SHEAR TESTS TO DETERMINE ADEQUACY 
 OF SUSPECTED MALFUNCTIONING ANCHORS WHEN DIRECTED TO DO SO BY 
 THE OWNER’S CONSTRUCTION MANAGER UPON RECOMMENDATION BY THE CTL

24VSD

SHELVING WIDTH
(IN INCHES)
(SD = SUPER DUTY, IF NOTED)

SHELVING FIXTURE TYPE MARK 
AND HEIGHT, PER SCHEDULE

HALF GONDOLA
FIXTURE SYMBOL

ANCHOR BOLT
(REF DETAILS)

LEGEND NOTES:
 1.  ANCHORS SHOWN ABOVE ARE FOR EXAMPLE ONLY, REFER TO PLAN 
      AND DETAILS FOR ACTUAL ANCHOR CONFIGURATION.
 2.  NOT ALL SYMBOLS SHOWN MAY BE APPLICABLE TO THIS PROJECT.

TYPICAL SHELF FRONT VIEW

VARIES
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EE
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FX
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VA
R

IE
S

R
EF

 S
H

EL
VI

N
G

 F
IX

TU
R

E 
SC

H
ED

U
LE

EXISTING WALL 
OR FIXTURE 

FRAME

VARIES

ANCHOR 
STRAP

HALF GONDOLA AND T-
FRAME SIDE VIEW AT WALL 

OR FIXTURE FRAME

HALF GONDOLA AND
HALF T-FRAME PLAN VIEW

(1) ANCHOR STRAP, 
TYP AT END FRAME 
(INSERT STRAP THRU 
SLOT AT TOP OF 
FRAME LEG)

GONDOLA OR
T-FRAME UPRIGHT 
FRAME, TYP

GONDOLA 
SHELVES 
ABOVE

CL OF 
ANCHOR 
BOLTS, TYP

EXIST WALL 
OR FIXTURE 
FRAME

4"

AT 15" HALF GONDOLA

2 1/2"

END OF 
FRAME-TYP 
EACH SIDE

4"

OR T-FRAME
AT 18" HALF GONDOLA

4 1/2" MAX
2 1/2" MIN

4"

OR T-FRAME
AT 24"-30" HALF GONDOLA
6 1/2" MAX
2 1/2" MIN
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(2) ANCHOR 
STRAPS, TYP 
AT INTERIOR 
FRAMES

A
N

C
H

O
R

 S
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GONDOLA 
SHELVING

4'
 - 

0"
 T

YP

2A

NOTE:
NOT ALL CONFIGURATIONS 
SHOWN MAY BE 
APPLICABLE TO THIS 
PROJECT, REFER TO PLAN 
AND SCHEDULE FOR 
APPLICABLE FIXTURES.

DESIGN SHELF LOADS:
9" SHELF = 15 LBS/SHELF (PHARMACY)
12" SHELF = 50 LBS/SHELF
15" SHELF = 50 LBS/SHELF (APPAREL)
18" SHELF = 125 LBS/SHELF
                   = 50 LBS/SHELF (APPAREL)
24"(+) SHELF = 150 LBS/SHELF
                       = 225 LBS/SHELF (GROCERY)
30" (HD TV) SHELF = 75 LBS/SHELF

NO. OF SHELF LEVELS/FIXTURE HEIGHT:
(4) LEVELS AT HT. < 48"
(5) LEVELS AT 48" < HT. ≤ 90"
(7) LEVELS AT HT. > 90"
(4) LEVELS AT "24V" & "24X" (FULL) = 78" & 90"
(4) LEVELS AT HD TV = 120" (YZ)
(9) LEVELS AT PHARMACY = 84" (3RX)

4
FXS1

TYP

4
FXS1

(END)

4
FXS1

(IN
TE

R
IO

R
)

t - PLATE/STRAP THICKNESS
hnom - EMBEDMENT DEPTH 
ho - MIN HOLE DEPTH 
La - LENGTH OF ANCHOR

NOTE:
IF CENTERLINE OF ANCHOR BOLTS FALLS WITHIN 1" OF 
CONTROL JOINT, SHIFT FIXTURE 2" (MAX) PERPENDICULAR 
TO THE JOINT, OTHERWISE SUBMIT RFI TO THE ARCHITECT 
FOR ALTERNATE INSTALLATION BEFORE INSTALLING BOLTS. 

hn
om

t

La

ho

TIGHTENING REQUIREMENTS:
"SNUG-TIGHT" - NO GAP 
BETWEEN HEAD OF ANCHOR 
BOLT AND BASE PLATE OR 
ANCHOR STRAP.

NOTE:
ALL ANCHOR BOLTS SHALL BE DEWALT SCREW BOLT+. THE 
ANCHORS MUST BE INSTALLED IN ACCORDANCE WITH THE 
MANUFACTURER'S PUBLISHED INSTALLATION INSTRUCTIONS 
AND PER ICC ESR-3889 REPORT. (IN CASE OF CONFLICT, THE 
ICC ESR-3889 GOVERNS). REF ANCHOR DETAILS FOR 
DIAMETER AND EMBEDMENT.

AT GONDOLA OR T-FRAME 
INTERIOR & END FRAMES

OUTSIDE FACE AT END FRAME

LIGHT GAUGE STEEL STRAP (GALVANIZED)
1" WIDE x22 GA MIN THICKNESS
(FIELD BEND STRAP TO PROVIDE TYPE 
SHOWN FOR END FRAMES)
REF                FOR PLACEMENT OF STRAPS

(1) ANCHOR BOLT(S) PER STRAP/PLATE: 3/8" DIA
DEWALT SCREW BOLT+, REF
hnom = 2", ho = 2 1/2", (UNO).

CLOSURE TUBE
(TYP AT HALF GONDOLA END FRAMES)

3"
 (T

-F
R

AM
ES

)
6"

 (T
YP

)

ANCHOR STRAPS 
SIMILAR FOR T-FRAME 

FIXTURES
TYPICAL ANCHOR 

STRAP

22 GAUGE 
STEEL STRAP

1/2" DIAMETER 
HOLE

1"

1"

1 1/2"

2 
3/

4"
 T

YP
2"

 (T
-F

R
AM

E)
6"

 T
YP

3"
 (T

-F
R

AM
E)

3/
4"

1 
1/

4"

ALTERNATIVE ANCHOR AT 
HALF GONDOLA END FRAME

OUTSIDE FACE OF END FRAME

ANCHOR STRAP (1" WIDE x 22GA THICK) FIELD 
CUT STRAP AS SHOWN AND ATTACH TO INSIDE 
FACE OF FRAME WITH (2) #12-14x3/4" TEK 
SCREWS AT SPACING SHOWN. REF                FOR 
PLACEMENT OF STRAP AND ANCHOR TO SLAB 
WITH SAME BOLT NOTED FOR TYPICAL ANCHOR 
CONDITION AT THE END FRAME

ALTERNATIVE ANCHOR STRAP/BOLT CONNECTION 
AT END FRAMES - ONLY ALLOWED FOR USE WHEN 
CLOSURE TUBES DO NOT HAVE SLOTTED OPENING

CLOSURE TUBE - NO SLOTTED 
OPENING AT MID SPAN OF FRAME

-3 FXS1

-2 FXS1

-2 FXS1

B

5 6 7

ONLY THOSE RACK/SHELVING 
FIXTURES NOTED ON THIS PLAN 

REQUIRE ANCHORAGE (UNO),
ANCHOR PER                .-2 FXS1
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GENERAL NOTES
1.0 GENERAL
1.1 ALL FIXTURES SHALL BE DESIGNED TO MEET ALL BUILDING CODE REQUIREMENTS.
1.2 THE BASE ANCHORAGE, MEMBERS AND CONNECTIONS FOR THE FIXTURES SHOWN ON THIS

INSTALLATION DRAWING HAVE BEEN DESIGNED TO RESIST DESIGN WIND/SEISMIC LATERAL FORCES
FOR THE BUILDING CODES NOTED IN THE "DESIGN LOADS" TABLE ON THIS SHEET.  INSTALLATION OF
THE FIXTURES SHALL MEET THE LAYOUT SHOWN ON THE FIXTURE LAYOUT PLAN, PROVIDED BY
OWNER.

2.0 SLAB AND FOUNDATION ASSUMPTIONS
2.1 SLAB ON GRADE IS ASSUMED TO HAVE A MINIMUM OF 3,000 PSI COMPRESSIVE STRENGTH.
2.2 THE SLAB ON GRADE IS ASSUMED TO BE A MINIMUM OF 4 INCHES THICK (5 1/2 INCHES THICK

MINIMUM AT THE EXTERIOR GARDEN CENTER AND STORAGE AREAS), UNREINFORCED AND PLACED
OVER A MINIMUM OF 4 INCHES OF DRAINAGE FILL.

2.3 THE SLAB ON GRADE IS DESIGNED TO BEAR ON A SUBGRADE REACTION MODULUS OF 150 PCI
MINIMUM.

3.0 MATERIAL FOR RACKS AND ANCHORAGE
3.1 ALL ANCHORS TO THE SLAB SHALL BE AS NOTED ON THESE PLANS.
3.2 OWNER IS TO PROVIDE MAINTAINENCE PER RMI 1.4.1.
3.3 RACK INSTALLER SHALL OBTAIN OUT-OF-PLUMB INSTALLATION TOLERANCE FROM FIXTURE

SUPPLIER PRIOR TO INSTALLATION - RMI 2012, SECTION 1.4.11.1.
3.4 NO FIELD WELDING IS PERMITTED. ALL WELDING SHALL BE PERFORMED BY CERTIFIED WELDERS, IN

AN APPROVED SHOP. USE E70xx WELD RODS OR EQUAL TO TENSILE STRENGTH OF BASE METAL OF
WELDMENTS.  PER AWS D1.1 OR D1.3.

3.5 PROVIDE 6" AT 120" TALL RACKS AND 4 1/2" AT RACKS LESS THAN 120" (OR EQUAL TO 5% OF THE
UPRIGHT FRAME HEIGHT) MINIMUM CLEARANCE BETWEEN OTHER RACK FIXTURES OR ADJACENT
BUILDING ELEMENTS PER ASCE 7-10, SECTION 15.5.3.8.

4.0 ROLES AND RESPONSIBILITIES FOR DEMOLITION AND INSTALLATION OF SHELVING AND RACKING
FIXTURES

4.1 GENERAL CONTRACTOR TO ANCHOR ALL SHELVING AND RACKING FIXTURES ACCORDING TO THE
REQUIREMENTS NOTED ON SHEET FXS1.

4.2 FIXTURE ANCHORING SHALL BE ACCOMPLISHED SIMULTANEOUSLY WITH FIXTURE INSTALLATION.
4.3 GENERAL CONTRACTOR SHALL INSURE THAT PROPER PROCEDURES AND WORK SEGREGATION ARE

IN PLACE DURING ALL FIXTURE ANCHORING PROCEDURES.
4.4 GENERAL CONTRACTOR TO CLEAN ALL RESIDUE FROM SURROUNDING FIXTURES AND AREA AS

ANCHORING IS COMPLETED (CLEAN AS YOU GO).
4.5 GENERAL CONTRACTOR IS TO PERFORM ALL REMOVAL AND INSTALLATION OF ANCHOR STRAPS

AND/OR BOLTS AT FIXTURES REQUIRING PERMANENT OR TEMPORARY RELOCATION.

DESIGN LOADS
1. CODE 2012 IBC WITH GEORGIA AMENDMENTS

2. GRAVITY LOADS
A. REFER TO MANUFACTURER'S RATED LOADS.

3. LATERAL LOADS
A. SEISMIC LOADS

1.  5% DAMPED SPECTRAL RESPONSE COEFF (Sds) 0.307g
2.  1-SEC PERIOD SPECTRAL RESP COEFF (Sd1) 0.181g
3.  SITE CLASS (ASSUMED) D
4.  SEISMIC DESIGN CATEGORY C
5.  NON-BUILDING STRUCTURAL SYSTEM AND SEISMIC
RESISTING SYSTEM

STEEL STORAGE RACKS

6.  RESPONSE MODIFICATION FACTOR (R) 4.0
7.  OVERSTRENGTH FACTOR (Ωo) 2.0
8.  IMPORTANCE FACTOR (Ip)
- SALES FLOOR AREA 1.5 (PUBLIC ACCESS AREA)
- STORAGE AREA 1.0 (NO PUBLIC ACCESS)
9.  ANALYSIS PROCEDURE (ASCE-7, SECT. 12.8 & 15.5) EQUIVALENT LATERAL FORCE
10.  DESIGN BASE SHEAR (PER 2012 RMI)
- SALES FLOOR RACKS 0.115W (PUBLIC ACCESS AREA)
- STORAGE AREA RACKS 0.077W (NO PUBLIC ACCESS)

SHELVING FIXTURE & ANCHORAGE SCHEDULE

FIXTURE MARK FIXTURE DESCRIPTION FIXTURE HEIGHT ANCHORAGE DETAIL
18S HALF GONDOLA 54" 2A-FXS1

ANCHORAGE BILL OF MATERIALS

USAGE MATERIAL TYPE COUNT
ANCHOR DEWALT SCREW BOLT+ - 3/8" DIAMETER x 2 1/2" (PFM1411220) 2
STRAP ANCHOR STRAPS (GONDOLA/WALL) 2

NOTES:  
1.  ANCHOR BOLTS AND STRAPS NOTED ABOVE ARE FURNISHED BY AND INSTALLED BY THE   
    GENERAL CONTRACTOR (GC).

ANCHOR STRAP SUPPLIER CONTACT INFORMATION:
 LOZIER: JOSH GOEDKEN,  joshua.goedken@lozier.biz, (402) 457-8379
 MADIX:  CHERI BAGLEY,    cbagley@madixinc.com, (256) 839-6354

2.

 3/8" = 1'-0"2 GONDOLA SHELVING ELEVATIONS
 12" = 1'-0"3 ANCHOR BOLT DETAIL

 1 1/2" = 1'-0"4
TYPICAL ANCHOR
AT GONDOLA FRAMES

 1" = 10'-0"1 FIXTURE ANCHORAGE PLAN
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